PINEGROVE DUPLEXES (PWS #1280138)
SOURCE WATER ASSESSMENT DRAFT REPORT

April 4, 2001

State of 1daho
Department of Environmental Quality

Disclaimer: This publication has been developed as part of an informational service for the source water assessments of public water
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EXECUTIVE SUMMARY

Under the Safe Drinking Water Act Amendments of 1996, dl sates are required by the U.S. Environmental
Protection Agency to assess every source of public drinking water for its relative sengtivity to contaminants
regulated by the act. This assessment is based on aland use inventory of the designated assessment area,
sengtivity factors associated with the wells, and aguifer characteritics.

This report, Source Water Assessment for Pinegrove Duplexes (PWS 1280138), describes the public
drinking water system, the boundaries of the zones of water contribution, and the associated potentia
contaminant sources located within these boundaries. This assessment should be used as a planning toal, taken
into account with loca knowledge and concerns, to develop and implement appropriate protection measures
for thissource. Theresults should not be used as an absolute measure of risk and they should not be
used to under mine public confidence in the water system.

The Pinegrove Duplexes drinking water system conssts of onewdl. At the time of the water system’s last
sanitary survey (2002) it was determined that it was mostly in compliance with the Idaho Rules for Public
Drinking Water Systems.

This assessment should be used as a basis for determining gppropriate new protection measures or re-
evauating existing protection efforts. No matter what ranking a source receives, protection is aways
important. Whether the source is currently located in a“pristing” area or an areawith numerous industrid
and/or agricultura land uses that require education and surveillance, the way to ensure good weter qudity in
the future isto act now to protect valuable water supply resources.

Pinegrove Duplexes should focus source water protection activities on keeping the areaimmediately
surrounding the wellhead free from potentid contaminants. Thisincludes goring dl materids that could have
an adverse effect on drinking water in an area outsde of the recharge zone and more than 100-feet from the
well. These improvements should be made in accordance with the 2002 sanitary survey recommendations.
Due to the time involved with the movement of ground water, source water protection activities should be
amed a long-term management strategies even though these strategies may not yield resultsin the near term.

A community with a fully developed source water protection program will incorporate many strategies. For
assstance in developing protection strategies, please contact your regiona 1daho Department of Environmenta
Qudity office or the Idaho Rural Water Association.



SOURCE WATER ASSESSMENT FOR PINEGROVE DUPLEXES

Section 1. Introduction and Basisfor Assessment

The following sections contain information necessary to understand how and why this assessment was
conducted. It isimportant to review and understand this information and the ranking of this source. A map
showing the ddlineated source water assessment areaand the inventory of significant potentia sources of
contamination identified within that area are attached.

Level of Accuracy and Purpose of the Assessment. The Idaho Department of Environmenta Quality
(DEQ) isrequired by the U.S. Environmental Protection Agency (EPA) to assess the over 2,900 public
drinking water sourcesin Idaho for their relative susceptibility to contaminants regulated by the Safe Drinking
Water Act. Thisassessment is based on aland use inventory of the delineated assessment area, sengitivity
factors associated with the wells, and aquifer characterigtics. All assessments must be completed by May of
2003. The resources and time available to accomplish assessments are limited. Therefore, an in-depth, Site-
gpecific investigation to identify each sgnificant potentia source of contamination for every public water systlem
isnot possible.

This assessment should be used as a planning tool, taken into account with local knowledge and concerns, to
develop and implement appropriate protection measures for this source. The results should not be used as an
absolute measure of risk and they should not be used to undermine public confidence in the water system.

The ultimate god of this assessment isto provide datato loca communities to develop a protection Strategy
for their drinking water supply system. The Idaho Department of Environmental Quality (DEQ) recognizes that
pollution prevention activities generaly reguire less time and money to implement than treeting a public water
supply system once it has been contaminated. DEQ encourages communities to balance resource protection
with economic growth and devel opment. The amount and type of information necessary to develop a source
water protection program should be determined by the local community and based on its own needs and
limitations. Wellhead or source water protection is one facet of a comprehensive growth plan, and it can
complement ongoing loca planning efforts.



Section 2. General Description of the Source Water Quality.

Pinegrove Duplexes serves acommunity of approximately 50 people, located on the south side of 190, just
west of the city of Coeur d' Alene, 1daho (Fig. 1). The Pinegrove Duplexes public drinking water system is
comprised of onewedl. Thewell hasahigtory of providing safe drinking water to the public.

Water sampling completed on 12/8/92 reved ed the presence of p-Dichlorobenzene at 1.0ug/L, which iswell
below the 75.0ug/L maximum contaminant level for that chemical. Most commonly, p-Dichlorobenzeneis
associated with discharge from chemica factories. Tetrachloroethylene was detected in awater sample at
2.1ug/L on 10/8/92. The maximum contaminant level for that chemica is5.0ug/L. Tetrachloroethyleneis
often associated with leaching from PV C pipes and discharge from factories and dry cleaners. Asthese
chemicals were only detected one time each during the well’s sampling history, it islikely that their detection
was due to poor sampling technique. Each of the three tests that followed an unacceptable contaminant level
revealed no chemica contamination excesses. Therefore, we believe that the contaminant-positive results
were due to poor sampling by the employee who has since been terminated. Occasiondly, water samples
have tested positive for the presence of total coliform bacteria. The last postive total coliform bacteria sample
was taken 11/25/98.

Pinegrove Duplexesis currently not facing significant water quality issues. The water sysem manager has
demongtrated a desire to improve the quality of the water system and has recently improved the construction
and the cleanliness of the site. All agpects of this report have been carefully updated to include improvements
in congtruction, cleanliness, and information provided by the system manager and by Mike nelson a Panhandle
Hedth.

Defining the Zones of Contribution — Déineation. The delinestion process establishes the physicd area
around awd| that will become the focal point of the assessment. The process includes mapping the
boundaries of the zone of contribution into time of travel zones (zones indicating the number of years necessary
for aparticle of water to reach awell) for water in the aquifer. DEQ used arefined computer model
approved by the EPA in determining the three-year (Zone 1B), six-year (Zone 2), and ten-year (Zone 3)
times-of-travel (TOT) for water associated with the Rathdrum Prairie aguifer in the vicinity of Coeur d’ Alene,
Idaho. The computer modd used Ste specific data, assmilated by DEQ from a variety of sourcesincluding
the city and other loca well logs. The ddineated source water assessment area for Pinegrove Duplexes can
best be described as a 200" wide path extending from the wellhead, south to the Spokane River. The actua
data used by DEQ in determining the Source Water Assessment Delinestion Area are available upon request.
Thetime of travel for Pinegrove Duplexesis zero to three years (see Figure 2).



I dentifying Potential Sources of Contamination and Land Use. A potentia source of contamination is
defined as any facility or activity that stores, uses, or produces, as a product or by-product, the contaminants
regulated under the Safe Drinking Water Act and has a sufficient likelihood of releasing such contaminants a
levelsthat could pose a concern relative to drinking water sources. The god of the inventory processisto
locate and describe those facilities, land uses, and environmenta conditions that are potential sources of
ground water contamination. The locations of potentia sources of contamination within the ddineation area
were obtained by field surveys conducted by DEQ), from available databases and from information obtained
from the system operator.

The dominant land use in the area surrounding Pinegrove Duplexesis multi-family resdentid. A motd and an
elderly care center are located next to the property. For this reason, we classified the land use as multi-family
resdentid. The potentid contaminant score for multi-family resdential classfication isone. This score takes
potentia contaminates such as septic lines and household wastes into consideration.

A concrete company and agravel yard are located in the zero to three-year recharge zone. Dueto the
gmilarity of the businesses, we combined them in the Potentid Contaminant Inventory and identified 10C,
VOC and SOC asthe potentia contaminants, each counted only onetime. A lumber mill/log yard islocated
in the zero to three-year recharge zone aswell. The identified potentia contaminants for this type of business
arelOC, VOC and SOC. A railroad crossing aso existsin the zero to three-year time of travel zone. There
are two sets of tracks but because only one set of tracks would be used at atime, we counted the railroad
only oncein the potential contaminant inventory. The potential contaminants for arailroad are IOC, VOC and
SOC. The Spokane River and abarrow pit are located within the zero to three-year recharge zone. The
Spokane River isapotentia source of surface water contamination in the recharge zone. The barrow pitisa
potential source of contamination due to the possibility of ponding. Both are sources of potentia microbia
contamination and are scored as a single source.

It isimportant to understand that a release may never occur from a potential source of contamination provided
best management practices are used at the facility. Many potential sources of contamination are regulated at
the federd leve, state leve, or both to reduce the risk of release. Therefore, when a business, facility, or
property isidentified as a potential contaminant source, this should not be interpreted to mean that this
business, facility, or property isin violation of any local, state, or federd environmentd law or regulation.
What it does mean is that the potential for contamination exists due to the nature of the business, industry, or
operation. There are anumber of methods that water systems can use to work cooperatively with potentia
sources of contamination, such as educationd visits and ingpections of stored materids. Many owners of such
facilities may not even be aware that they are located near a public water supply well.

Contaminant Source Inventory Process. A two-phased contaminant inventory of the study areawas
conducted during February and March of 2001. The first phase involved identifying and documenting
potentia contaminant sources within the Pinegrove Duplexes source water assessment area through the use of
computer databases and Geographic Information System maps devel oped by DEQ. The second, or
enhanced, phase of the contaminant inventory involved contacting the operator to vaidate the sources
identified in phase one and to add any additiond potentia sourcesin the area.



A totd of four potentia contaminant sites are located within the delineated source water area (Table 1). These

stesinclude a concrete company and gravel yard, alumber mill/log yard, two railroad corridors, and the
Spokane River and abarrow pit (Figure 2).

Table 1. Pinegrove Duplexes Potential Contaminant Inventory

SITE#| Source Destription | TOT Zone' (years)| Source of Information |  Potentid Contaminants
1 Concrete company 3 Database Search and |OC?, VOC?, SOC?
and gravel yard operator identification
Lumber mill/log yard
2 Railroad corridor (2) 3 Database Search and 10C, VOC, SOC
operator identification
3 Spokane River and 3 Database Search and Microbia
barrow pit operator identification

TOT =timeof travel (in years) for a potential contaminant to reach the wellhead

210C = inorganic chemical, VOC = volatile organic chemical, SOC = synthetic organic chemical



Figure I, Geographic Locafion of Pinegrove Duplexes
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Figure 2. Pimegrove Dupleves Delineation and Poieniial Comtaminani nventory.
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Section 3. Susceptibility Analysis

The susceptibility of the source to contamination can be ranked high, moderate, or low risk according to the
following congderations. hydrologic characteristics, physicd integrity of the well, land use characteridtics, and
potentialy significant contaminant sources.  The susceptibility rankings are specific to a particular potentia
contaminant or category of contaminants. Therefore, a high susceptibility rating relative to one potentia
contaminant does not mean that the water system is a the same risk for dl other potentia contaminants. The
relative ranking thet is derived for each wdl is a qualitative, screening-level step that, in many cases, uses
generdized assumptions and best professiona judgement. Please note that low numbers are favorable because
high scores indicate increased susceptibility to contaminants. The following summaries describe the rationde for

the susceptibility ranking.

Hydrologic Sensitivity. Thewdl’s hydrologic senstivity is high and has received a score of Sx out of Sx
possible points. This score reflects the porous nature of the soils associated with the Rathdrum Prairie aquifer,
the lack of sgnificant confining layers retarding the vertica trangport of contaminants, and unknown factors
due to the absence of awdll driller’ s report.

Well Construction. Wl congruction directly affects the ability of the well to protect the aquifer from
contaminants. Lower scores imply the system is better able to protect its water. The Pinegrove Duplexes
drinking water system consists of one well that extracts ground water for domestic use. Water extraction is
currently monitored and managed by the system operator. The wdl’s system construction score received a
score of four out of Sx. The wellhead and surface sedl has been maintained and it islocated outside of the
100-year flood plain. A sanitary survey was completed in 2002. The operator has poured a concrete floor
and equipped the well with an automatic sump pump.

Thiswell was dug before it was mandatory to submit well logs to public record. The moderate score reflects
the absence of awell log that made it impossible to determine, with complete certainty, whether or not IDWR
congtruction standards have been completely met. We are thus unable to definitively verify whether or not the
casing extends to alow permeability unit and whether or not the highest production is at least 100 feet below
datic water level.

Fina Susceptibilriy Ranking. It can be seen from the following table (Table 2) that the well showed a
moderate overd| susceptibility to contamination. This ranking is a product of the State of 1daho’s Source
Water Assessment Plan and the Idaho Rules for Public Water Systems.



Table 2. Summary of Pinegrove Duplexes Susceptibility Evaluation

Cumulative Susceptibility Scoresfor Community & Non-Community Non-Transent Systems
Well System Hydrologic Contaminant Inventory plus Land Use
Name Construction Sensitivity 10C VOC SOC Microbial
0-6 possible 0-6 possible 0-30posshle | 0-30posshle | 0-30possible 0-30 possible
Well #1 4 6 10 10 10 3
Final Susceptibility Scores/Ranking
Well 10C voC 30C Microbia
Name 0-18 possible 0-18 possihle 0-18 possihle 0-18 possible
Well #1 12 12 12 1

Low numbers are favorable because high scores indicate increased susceptibility to contaminants
10C = inorganic chemicd, VOC = volatile organic chemica, SOC = synthetic organic chemicd

Section 4. Optionsfor Source Water Protection

The susceptibility assessment should be used as abasis for determining appropriate new protection measures
or re-evauating exigting protection efforts. No matter what the susceptibility ranking a source receives,
protection is dways important. Whether the source is currently located in a*“pristing’ areaor an areawith
numerous industrid and/or agricultura land uses that require education and survelllance, the way to ensure
good water quality in the future is to act now to protect vauable water supply resources.

An effective source water protection program istailored to the particular local source water protection area.
A community with a fully-developed source water protection program will incorporate many srategies.
Pinegrove Duplexes should remain in contact with Mike Nelson of Panhandle Hedlth Didtrict, Sandpoint,
Idaho. The water system should consider developing a source water protection plan with public education and
emergency response components. Public education can consist of informing residents about the presence of a
source water protection areaiin their vicinity and ingtructing them on the proper use and disposa of chemicals
within that area. An emergency response or contingency plan outlines the steps to be taken in the event that
the well becomes contaminated and identifies an dternative source of drinking water. Partnerships with sate
and loca agencies and industry groups should be established and are critical to itS' success. Dueto thetime
involved with the movement of ground water, wellhead protection activities should be amed a long-term
management srategies even though these strategies may not yield results in the near term.

10



Assistance

Public water supplies and others may cdl the following IDEQ offices with questions about this assessment and
to request ass stance with developing and implementing alocal protection plan.

Idaho Department of Environmenta Quality

Coeur d' Alene Regiond IDEQ Office (208) 769-1422
State IDEQ Office, Boise (208) 373-0502
Website: http://www.deg.state.id.us/

Idaho Rural Water Association

Melinda Harper, Groundwater Protection Specidist (800) 962-3257

Website: http://mnwww.idahoruralwater.com

Idaho Association of Soil Consarvation Didtricts

Water qudity and soil conservation (208) 338-5900

Website: http://www.iascd.gtate.id.us

References Cited

Idaho Department of Environmenta Qudity, 2002. Coeur d' Alene Regiond Office Technica Services
Delineations Draft Report.

Gresat Lakes-Upper Missssppi River Board of State and Provincid Public Hedlth and Environmenta
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Idaho Department of Water Resources, 1993. Adminigtrative Rules of the Idaho Water Resource Board:
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Attachment A

Pinegrove Duplexes

Susceptibility Analysis Worksheet
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Qound WAter Susceptibility Report Public Water System Name : Pl NEGROVE DUPLEXES Vel @ WELL #1

Publ i c Water System Nunber 1280138 4/2/01 10:52: 08 AM
1. System Construction Analysis SCCRE
Drill Date Prior to 1982
Driller Log Avail able NO
Sanitary Survey (if yes, indicate date of |ast survey) 2002
Wl | reets | DAR construction standards Unknown 1
V¢l | head and surface seal naintained YES 0
Casing and annul ar seal extend to | ow perneability unit Unknown 2
H ghest production 100 feet below static water |evel Unknown 1
Wl | |ocated outside the 100 year flood plain YES 0
Total System Construction Score 4

Soils are poorly to noderately drained NO 2
Vadose zone conposed of gravel, fractured rock or unknown YES 1
Depth to first water > 300 feet NO 1
Aquitard present with > 50 feet cumul ative thickness NO 2
Total Hydrol ogic Score 6
1CcC \Ye o) Ses M crobi al
3. Potential Contaninant Analysis Score Score Score Score
Land Use Ml ti-famly Residential 1 1 1 1
Farm cheni cal use high No 0 0 0 0
1QC, VOC, SOC, or Mcrobial sources in Sanitary Setback No 0 0 0 0
Total Potential Analysis - Land Use Score 1 1 1 1
Potential Contami nants — zero to three year tinme of travel
Nunber of Potential Sources Present 3 3 3 1
(Score = # Sources X 2) 8 Points Maxi num 6 6 6 2
Potential Sources of Qass Il or Il |eachable contam nants Yes
4 Points Maxi mum 3 3 3 0
Zero to 3 year time of travel contains or intercepts a Goup 1 Area No 0 0 0 0
Land use in the 0-3 year tinme of travel Less Than 25% Agri cul tural Land 0 0 0 0
Total Potential Contaminant Score in 0-3 year tinme of travel 9 9 9 2
Qunul ative Potential Contam nant Score Plus Land Use Score 10 10 10 3
4. Final Susceptibility Source Score
(Qunul ative Score X 0.2) + Hydrologic Sensitivity Score + System Construction Score 12 12 12 11

5. Final Wl Ranking Moder at e Moder at e Mderate Mderate



The find scores for the community and non-community non-transient susceptibility analysis were determined
usng the following formulas

1) VOC/SOC/IOC Final Score
Hydrologic Sengtivity + System Congtruction + (Potentia Contaminant+Land Use x 0.2)

2) Microbia Find Score
Hydrologic Senstivity + System Congtruction + (Potentia Contaminant+Land Use x 0.35)

Final Susceptibility Scoring:

0-5 Low Susceptibility
6 - 12 Moderate Susceptibility

13-18 High Susoeptibility



Potential Contaminant Inventory

List of Acronyms and Definitions

AST (Abovearound Storage Tanks) — Siteswith
aboveground storage tanks.

BusinessMailing L it — Thisligt contains potentia contaminant
Stesidentified through ayelow pages database seerch of gandard
industry codes (SIC).

CERCLIS — Thisincludes sites considered for listing under the
Comprehensve Environmental Response Compensation and
Liability Act (CERCLA). CERCLA, more commonly known as
ASuperfund@s designed to clean up hazardous waste sites thet
are on the national priority list (NPL).

Cyanide Site — DEQ permitted and known higtoricd
Stesfacilities usng cyanide.

Dairy — Stes incduded in the primary contaminant source
inventory represent those facilities regulated by Idaho State

Department of Agriculture (ISDA) and may rangefrom afew heed
to severd thousand heed of milking cows.

Deep Injection Well — Injection wellsregulated under the 1daho
Department of Water Resources generdly for the digposal of
sormweter runoff or agriculturd field drainage.

Enhanced Inventory — Enhanced inventory locaions are
potential contaminant source Sites added by the water system.
These can include new Sites not captured during the primary
contaminant inventory, or corrected locations for dtes not
properly located during the primary contaminant inventory.
Enhanced inventory stes can dso incdude miscellaneous sites
added by the | daho Department of Environmenta Qudlity (DEQ)
during the primary contaminant inventory.

Floodplain — Thisis a coverage of the 100year floodplains.

Group 1 Sites— These are dtes that show elevated leves of
contaminants and are not within the priority one aress.

I norganic Priority Area— Priority one arees where gregter than
25% of the wells/springs show condtituents higher than primary
standards or other hedlth standards.

L andfill — Aress of open and dosad municipa and non-municipd
landfills.

LUST (Lesking Underground Storage Tank) — Potentia
contaminant source Sites associated with lesking underground
storage tanks as regulated under RCRA.

Minesand Quarries—Minesand quarries permitted through the
Idaho Department of Lands.)

Nitrate Priority Area— Area where gregter than 25% of
wellg/'springs show nitrate values above 5mg/l.

NPDES (National Pollutant Discharge Elimination System)
— Siteswith NPDES permits. The Clean Water Act requires thet
any discharge of a pollutant to waters of the United States from
apoint source must be authorized by an NPDES permit.

Organic Priority Areas— These areany aresswhere gregter than
25 % of wels/springs show levels greater than 1% of the primary
standard or other health standards.

Rechar ge Point — This includes active, proposed, and possible
recharge Sites on the Snake River Plain.

RICRIS — Ste regulated under Resource Conservation
Recovery Act (RCRA). RCRA iscommonly associated with the

cradle to grave management goproach for generation, Sorage, and
disposal of hazardous wastes.

SARA Tier Il (Superfund Amendmentsand Reauthorization
Act Tier Il Facilities) — These sSites gtore certain types and
amounts of hazardous materias and must be identified under the
Community Right to Know Act.

ToxicRdeaseInventory (TRI) — Thetoxic rdesseinventory list
was developed as part of the Emergency Planning and Community
Right to Know (Community Right to Know) Act passed in 1936.
The Community Right to Know Act reguiresthe reporting of any
release of achemica found onthe TRI list.

UST (Underground Storage Tank) — Potential contaminant
source Sites associated with underground storage tanks regulated
asregulated under RCRA.

Wastewater | and Applications Sites— These are areas where
the land application of municipal or indudtrial wastewater is

permitted by DEQ.
Wélheads — These are drinking water well locations regulated

under the Safe Drinking Water Act. They are not tregied as
potential contaminant sources.

NOTE: Many of the potential contaminant sources were located
using a geocoding program where mailing addresses are usad to
locate a facility. Feld verification of potential contaminant
sourcesis an important eement of an enhanced inventory.

Where possible, alist of potential contaminant sites unableto be
located with geocoding will be provided to weater systems to
determineif the potentia contaminant sources are located within
the source water assessment area.
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